ІА4-Р 


ж 


ӚСРЕК-СОКТКОІ. К-Е AMPLIFIER РЕМТОрЕ 


F i lament Coated 
Voltage 2.0 
Current 0.060 


Direct interelectrode Capacitances: 


9— volts 
amp. 


Grid to Plate with shield-can) 0.007 пах. Ши? 


input 
Output 


5 uuf 
11 uu f 


Overall Length 4-9/32" to 4-17/32" 


Maximum Diameter 


© @® 


‚ Pin 1-Е11атепї + 


1-9/16" 
ST-12 

Small Metal 

Smal} 4-Pin 


Pin 4-Ғ i lament – 


Pin 2=-Plate 0: (4) Сар -Grid 


“Біп 3-5сгееп 
BOTTOM VIEW 


-AMPLIFIER - Class А 


Operating Conditions and Characteristics: 
Filament 2.0 2.0 . 
Plate 180 max. 
Screen 
Grid 
Amp. Fact. 

Plate Res. 
Mut. Cond. 
Mut. Cond. 
Plate Cur. 
Screen Cur. 


At -15 volts bias. 
AVERAGE CHARACTERISTICS 


ТУРЕ ІА4-Р 

422.0 VOLTS D.C. 
PLATE VOLTS =180 
CONTROL-GRID VOLTS =-3 


ж 


MUTUAL CONDUCTANCE ($m) МІСИОМНО5 


SEPT. 30, 1936 RCA RADIOTRON. DIVISION 
RCA MANUFACTURING COMPANY, INC 


РЕАТЕ (1Ь) ОВ SCREEN (Те2) MILLIAMPERES 


а—с volts 
volts 
volts 

min.volts 


approx .тедоћт 
umhos 
umhos 
та. 
та. 


92С- 4655 


TENTATIVE DATA 


T 


IA4-P 
AVERAGE . PLATE. CHARACTERISTICS 


РТТ! 
АЫ „Оа | 
ЗЕЕ а 


100 200 300 400 
PLATE VOLTS эгс=л6з2 


AVERAGE CHARACTERISTICS 


ГЕЯ 
^ Е+=2.0 VOLTS D.C. PLATE VOLTS =180 
ы SCREEN. VOLTS = 67.5 
ы | 
1000 25 
х 
- 
= 
воо 24 
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MUTUAL CONDUCTANCE ($ т) MICROMHOS 
© 


№ 
8 
PLATE (I }O 


-i6 


CONTROL-GRID VOLTS 92C-4654 


AUG -21:1936 КСА RADIOTRON DIVISION 92C-4665 
| RCA MANUFACTURING COMPANY, INC. 


